
Latex Natural Rubber Grade ‘S’ Datasheet
Product Code: RC0314-S

Product Description

Property Value
Thickness 0.20 ± 10% tolerance (0.006” to 0.060”)

Maximum Width Standard width 92cm: 2m wide made to order min qty 
20 lin.mtrs

Colours Natural, White, Black and Red

Tensile Strength 25 MPa

Modulus at 500% extension 3 MPa

Elongation at Break 850%

Tear Strength (crescent) 70 N/mm

Hardness (Shore Micro) 35°

Specific Gravity 0.95

Maximum Working Temperature 80°C
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The physical properties above are typical values abstracted from tests based on ISO37 and ISO34:1.

Grade ‘S’ is a general purpose sheet with 
good transparency in natural colour. All 
ingredients used in the formulations for 
Grade ‘S’ natural colour and white satisfy 
the requirements in type and level of 
German regulation BGVV and USA F.D.A. CRF 
21 section 177:2600 ‘Rubber Articles for 
repeated use in contact with foodstuffs’.

Typical Applications
•	 Vacuum blankets for composite 

mouldings, bonding laminated structures 
and laminating decorative materials to 
complex shaped structures etc.

•	 Bakery release film.
•	 Cut diaphragms, seals and gaskets.
•	 Flexible valve diaphragms and flexible 

connections.
•	 Surgical straps and torniquets



Latex Natural Rubber Grade ‘FDA’ Datasheet

The ingredients in these rubbers satisfy the requirements in type and level of German 
regulation BGVV and USA FDA CRF 21 Section 177:2600 ‘Rubber Articles for repeated use in 
contact with foodstuffs’. Rubber products described above are recommended as suitable for 
application involving repeated; intermittent; dry; cold contact with foodstuffs. They are NOT 
recommended for applications involving wet and/or high temperature applications. 

Product Code: RC0314-FDA

Product Description

Property Value
Thickness 0.2mm to 0.5mm ± 10% tolerance (0.008” to 0.02”)

Widths Available 530mm; 610mm; 920mm

Colours
Natural, White, Blue
Note that the blue for food contact is NOT equivalent to other Grade 
S. blues

Tensile Strength 25 MPa

Modulus at 500% Extension 3 MPa

Elongation at Break 850%

Tear Strength (crescent) 70 N/mm

Hardness (Shore Micro) 35°

Specific Gravity 0.95

Maximum Temperature 80°C

Technical Specification
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The physical properties above are typical values abstracted from tests based on ISO37 and ISO34:1.



Latex Natural Rubber Grade ‘HR’ Datasheet

Grade ‘HR’ is a heat resistant sheet 
formulated to retain strength and elasticity 
at temperatures up to a maximum of 160°C. 
Grade ‘HR’ is especially suitable for us as 
vacuum blankets for composite mouldings 
and for bonding laminates where a heat cure 
or hot melt adhesive is employed. 

Product Code: RC0314-HR

Product Description

Property Value
Thickness 0.38mm to 1.5mm ± 10% tolerance (0.015” to 0.06”)

Maximum Width 4 metres

Colours Dark Grey

Tensile Strength 25 MPa

Modulus at 500% Extension 3 MPa

Elongation at Break 800%

Tear Strength (crescent) 70 N/mm

Hardness (Shore Micro) 50°

Specific Gravity 0.95

Maximum Working Temperature 160°C

Technical Specification
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Typical Applications
•	 Vacuum blankets for composite 

mouldings.
•	 Vacuum blankets for bonding laminated 

structures where heat is involved.
•	 Vacuum blankets for laminating fabrics 

and veneers to flat and contoured shapes 
where hot melt adhesives are used.

The physical properties above are typical values abstracted from tests based on ISO37 and ISO34:1.


